
BIL. SEBUTHARGA/QUOTATION REF.:

BIL. TAWARAN/TENDER REF. :

TARIKH DIIKLANKAN : 12 Mac 2024 [Selasa]

TARIKH TUTUP : 26 Mac 2024 [Selasa] JAM: 2 Petang

DOCUMENT FEE : B$ 10.00

IMPORTANT

Mode of Payments > REFER IN UBD WEBSITE

Please take note that the document fee for each of the New and Extended quotations will be BND 10.00 each

Important Note: Please ensure that you provide the correct details when making the payment.  

Please email proof of the above payment to helpdesk.epay@ubd.edu.bn. , finance@ubd.edu.bn,eprocurement.support@ubd.edu.bn. 

1 1 lot

2

Replacing Faulty LED Video Processor with New LED Processor:

- LED Video Processor (1 unit)

- 1KVA Double Conversion UPS (1 Unit)

- Power sequencer 8 ways (2 units)

- Installation, programming and Testing (require rerouting of control cables)

- 1 Year warranty

Refer to the attachment for full details of the Specifications for items above. 

Summary Specification 

  UBD/Q/333/2023 (UNIDIGITAL) - [T]    

The Official PDF quotation/tender form will be send via email once UBD Official receipt issued and send to 

vendors/supplier for confirmation of payment received.

TITLE : TO SUPPLY, DELIVER AND INSTALL LED VIDEO PROCESSOR AND 

ACCESSORIES AT PRO CHANCELLOR ART CENTRE, UNIVERSITI BRUNEI 

DARUSSALAM

No. Quantity SPECIFICATIONS 

1 lot To Pull and Install HDMI Active Optical Canle from Stage to Control Room

- HDMI Active Optical Cable (1 Lot)

- HDMI Faceplate (2 Units)

- Installation and testing

- 1 year warranty

Refer to the attachment for full details of the Specifications for items above. 



To Supply, Deliver and Install LED video Processor and Accessories at Pro 

Chancellor Art Centre, Universiti Brunei Darussalam 

 

Description: 

1. Replacing Faulty LED Video Processor with New LED Processor: 

- LED Video Processor (1 unit) 

- 1KVA Double Conversion UPS (1 Unit) 

- Power sequencer 8 ways (2 units) 

- Installation, programming and Testing (require rerouting of control cables) 

- 1 Year warranty 

 

2. To Pull and Install HDMI Active Optical Canle from Stage to Control Room 

- HDMI Active Optical Cable (1 Lot) 

- HDMI Faceplate (2 Units) 

- Installation and testing 

- 1 year warranty 

 

 

Specs:  

LED Video Processor 

Control 

LCD menu display 

Intuitive display interface 

PC: Ethernet, USB (A/B), Genlock IN + LOOP 

Power & Current 

100-240VAC, 50-60 Hz 

Power consumption: 28W, 1.5A 

Dimensions 

2" x 13.9" x 19" 

8.9 lbs 



 

General Specs 

Loading capacity: 3.9m pixels 

Layers: 3 

Mosaic input source supported 

Audio input and output 

3D functions 

Low latency 

Output synchronization 

Connectors 

2x HDMI 1.3 + LOOP In 

2x DVI (HDMI 1.3) + LOOP In 

1x 3G-SDI + LOOP In 

6x Gigabit Ethernet outputs 

1x 10G OPT port 

1x HDMI 1.3 (monitor) 

1x RJ45 Ethernet (PC) 

1x USB Type A (cascading) 

1x USB Type B (PC) 

1x Genlock In + LOOP 

 

 

 

 

 



1KVA Double Conversion UPS 

Max Configurable Power (Watts) 

1.0kWatts / 1.0kVA 

Output Voltage Distortion 

Less than 2 % 

Output Frequency (sync to mains) 

50/60 Hz +/- 3 Hz Sync to mains 

Other Output Voltages 

220 V, 240 V 

Load Crest Factor 

3 : 1 

Topology 

Double conversion online 

Waveform type 

Sine wave 

Bypass 

Built-in bypass 

Input 
Input frequency 

40 - 70 Hz Auto-sensing 

Input voltage range for main operations 

100 - 275 40% load, 176 - 275V 

Number of Power Cords 

1 

Other Input Voltages 

220 V, 240 V 

Batteries & Runtime 
Battery type 

Lead-acid battery 

Included Battery Modules 

1 

Typical recharge time 

3hour(s) 

Nominal Battery Voltage 

48 V 

Expected Battery Life (years) 

3 - 5 

RBC Quantity 

1 

Battery Charge Power (Watts) 

97 Watts 

Extendable Run Time 

1 

Surge Protection and Filtering 



Surge energy rating 

432Joules 

Conformance 
Approvals 

CE, EAC 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



Power Sequencer 8 Ways 

 

Output 

Nominal Output Voltage 

• 208V, 230V 

Maximum Total Current Draw 

• 10 

Output Connections 

• 8 x IEC 320 C13 (Battery Backup) 

Different voltages and corresponding amperages 

• 10A @ 230V, 12A @ 208VA 

Input 

Nominal Input Voltage 

• 200V, 208V, 230V 

Input frequency 

• 50/60 Hz 

Input Connections 

• IEC-320 C14 

Cord Length 

• 1.98 metres 

Acceptable Input Voltage 

• 200-240VAC 

Number of Power Cords 

• 1 



Load Capacity 

• 2300VA 

Maximum Input Current 

• 15A 

Regulatory Derated Input Current (North America) 

• 12A 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



HDMI Active Optical Cable 

• HDMI Type-A Male to HDMI Type-A Male 

• Flexible Polymer Fiber Optic Technology (shielded) 

• Full Support for HDMI 2.0b Specification 

• 4K Ultra HD Resolution at 60 Hz 

• Active Connectors Need No External Power 

• UL CMP-OF/FT-6 Rated for Plenum Use 

• Low-Smoke, Fire-Retardant Plenum Jacket 

HDMI Faceplate 

HDMI Active Optical Cable compatible faceplate 

Connector 1 HDMI female 

Connector 2 HDMI female 

Mounting Single gang 

 

 


